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FILE NAME: 32115126 1.dft 24-02-16
Mod. 23-02-16
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04-02-11

Special heavy duty double nut shackle H11 250 ton - 15"

J.A.M. Koot

R.S. Fransen
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SignDate

Changed

Drawn

Status

Drawing No.:

Subject:

Page

Revision

Fax +31(0) 172 571 073 Replaces:

A4

 

32115126

GN Rope Fittings is a registered trademark of Grofsmederij Nieuwkoop BV. All other
trademarks are property of there respectively owners. All information,  texts, calculations and
drawings remain property of Grofsmederij Nieuwkoop BV. They may only be used by third
party with distinct permission in writing from Grofsmederij Nieuwkoop BV.
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OVERALL LENGTH ~13.5m

DRAWING No.

13/05/2101 FIRST ISSUE SN ML

76MM CHAFE CHAIN A IN GRADE R4 MATERIAL AS PER OCIMF 2007
13.5 METRE LENGTH
SWL: 250 TONNES
MBL: 611.7 TONNES
PL: 482.2 TONNES
APPROX. WEIGHT: 1610KG

14/07/2102 REV 2 - WEIGHTS ADDED SN ML
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ADVANCED INSULATION SYSTEMS AND IS CONFIDENTIAL.
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1.          POLYETHYLENE FOAM CORE, DENSITY: 30-35kg/m³.
 

2.          POLYURETHANE ELASTOMER SKIN, THICKNESS: 12mm.

 

3.          POLYURETHANE ELASTOMER CASTING, Ø750 x 30mm THICK.

 

4.          METALWORK:

             1.  CENTRAL TUBE: O/D= 355.6mm, THICKNESS: 8mm.

             2.  4 OFF LIFTING EYES (SWL:10T).

             3.  CHAINSTOP.

             4.  ALL METALWORK HOT-DIP GALVANISED.

 

5.          WEIGHT CALCULATED FROM 3D CAD MODEL: 614kg.

 

6.          MINIMUM NETT BUOYANCY: 4000kg - WITH SEAWATER DENSITY: 1025kg/m³.
 

NOTE: ALL VALUES WITHIN THIS DOCUMENT MAY VARY DUE TO MATERIAL

PROPERTIES, DIMENSIONAL TOLERANCES AND OPERATIONAL CONDITIONS.

3

1

2
5
0
8

4.1

4.2

4.3

40

130x130



MESSENGER LINE FINISHED LENGTH - 150m

PICK-UP LINE FINISHED LENGTH - 2.5m

DRAWING No.

13/05/2101 FIRST ISSUE SN ML

***PICK-UP LINE***

DIAMETER: 24MM

CONSTRUCTION: 12 STRAND

COLOUR: YELLOW

FINISHED LENGTH: 2.5 METRES

COMPLETE WITH A PROTECTED

SOFT EYE AT EACH END

UNSPLICED MBL: 7.5 TONNES

APPROX. WEIGHT: 0.6 KG

***MESSENGER LINE***

DIAMETER: 80MM

CONSTRUCTION: 8 STRAND

MATERIAL: POLYPROPYLENE

COLOUR: YELLOW

FINISHED LENGTH: 150 METRES

COMPLETE WITH A PROTECTED SOFT EYE AT EACH END

UNSPLICED MBL: 75.6 TONNES

APPROX. WEIGHT: 450KG

14/07/2102 REV 2 - WEIGHTS ADDED SN ML
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GN bow type safety pin shackle H9 WLL 6,5 ton
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(2) ANY REPRODUCTION IN PART OR AS A WHOLE 
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OFFSHORE CYLINDRICAL PICK UP BUOY

SHEET 1 OF 2SCALE: 1:10

MANUPLAS BY 

95kg - 1.58T SWL

POLYETHYLENE FOAM CORE, DENSITY: 50kg/m³1.

POLYURETHANE ELASTOMER SKIN, THICKNESS: 10mm2.

POLYURETHANE ELASTOMER END CASTINGS: Ø125 x 10mm3.

EXTERNAL METALWORK:4.
2 OFF 1.58T SWL FIXED EYES1.
MACHINED BAR: Ø20 x 710mm2.
2 OFF END PLATES: Ø100 x 10mm3.
ALL METALWORK HOT-DIP GALVANISED4.

WEIGHT CALCULATED FROM CAD MODEL:  22kg5.

MINIMUM NETT BUOYANCY: 95kg6.

NOTE: ALL VALUES WITHIN THIS DOCUMENT MAY VARY DUE TO 
MATERIAL PROPERTES, DIMENSIONAL TOLERANCES AND 
OPERATIONAL CONDITIONS
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Description:

MANUPLAS BY 
ADVANCED INSULATION.
UNIT 18,
ESTOVER ROAD,
ESTOVER,
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PHONE: +44 (0)1752 771740

WWW.MANUPLAS.CO.UK

1NOTE AND TEMPLATE UPDATED 14/05/2014
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